
Before Starting The Filter

Obtain a supply of DE ( or cellulose based substitute). Use only the swimming pool
grades of DE.

Starting The Filter

Be sure filter drain plug is closed. Open manual air vent valve a few turns and open
suction and return valves (if applies). ** Caution: All suction and discharge valves must
be open before operating the filter system. Failure to do so could cause severe personal
injury and/or property damage. ** Be sure the lid is secure and in lock mode.
Prime if needed and start the pump, following the manufacturer’s instructions. Air
trapped in the system will automatically vent to the pool and out of the vent valve. When
there is a steady flow of water back to the pool, the filter is ready for precoating. Be sure
to close the manual vent valve. DO NOT operate the filter for more than one minute
without the precoat charge.

Precoating

Scoop 3 Lbs. of DE into a bucket of water and mix into a thin slurry, pour into the
skimmer as fast as the skimmer plumbing will take it.
Note the pressure gauge reading after adding the DE as this is your starting pressure of
your system. If using a cellulose filter media follow the package for usage.

Filtering

Filtration starts as soon as the filter has been precoated. As the filter removes the dirt and
debris from the pool the accumulated dirt causes a resistance to flow. As a result, the
pressure gauge will rise and flow will decrease. When the pressure rises 8-10 lbs PSI
above the starting pressure in a 24 Hr. period it is time to drain and clean out filter and
then recoat the element with DE or like media.

Auto-Regeneration

When system is shut off the DE or other filter media falls from the element there by
Auto-Regenerating itself. Extending the filtering cycle.

Cleaning/Removing Element

1. Shut off the pump.
2. Close any valves you have on system.
3. Open the filter drain plug and air vent valve. This will accelerate the draining

process.
4. Allow water and dirt to empty completely.
5. The filter should not have any water in it. Depress safety latch, unscrew and

remove the lid.



6. Carefully lift off lid straight up, to gain access to the element.
7. Lift out element and clean as in the Preventative Maintenance section.
8. THIS IS WHERE AN EXTRA ELEMENT WOULD BE IDEAL TO HAVE ON

HAND TO ELIMINATE DOWN TIME

Preventative Cleaning & Maintenance

1. Pressure wash element inside and out using a cleaning wand or garden hose
nozzle.

2. To remove algae, suntan oil and body oils, soak in a cleaning solution.
3. To remove calcium or mineral deposits, soak in muriatic acid solution.** Caution:

use a plastic container and take extreme care-harmful to eyes, skin and clothing.
After cleaning, flush with water.

Reinstalling Element

1. Clean any debris remaining in bottom of tank.
2. Carefully replace element into filter ensuring that it fits back even on the tank

bottom hub.
3. Place lid back in place and tighten until lid lock seats in place.
4. Proceed back to the Starting The Filter & Precoating portion of this sheet.


